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						 Caution
					
				

				
					
						 : In this Manual, some parts can be changed for improving. their
					
				

				
					
						   performance without notice in the parts list. So, if you need the
					
				

				
					
						   latest parts information, please refer to PPL(Parts Price List)in 
					
				

				
					
						   Service Information Center.
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						1. Safety Precautions
					
				

			

			
				
					
						(1) When moving or laying down a LCD Set, please deal with care.
					
				

				
					
						Avoid any impact towards the LCD Set.
					
				

			

			
				
					
						(2) Do not leave the broken LCD Set on for a long time. To prevent any further damages, after
					
				

				
					
						check the broken Set’s condition, make sure to turn the power(AC) off.
					
				

			

			
				
					
						(3) When opening the BACK COVER, turn off the power(AC) to prevent electric shock.
					
				

			

			
				
					
						(4) When loosening screws, check the connecting position and type of the screw.
					
				

				
					
						Sort out the screws and store them separately.
					
				

				
					
						Because screws holding PCB are working as electric circuit GROUNDING, 
					
				

				
					
						make sure to check if any screw is missing when assembling.
					
				

			

			
				
					
						(5) A LCD Set contain different kind of connector cables.
					
				

				
					
						When connecting or disconnecting connector cables, check the direction and position 
					
				

				
					
						of the cable beforehand.
					
				

			

			
				
					
						(6) When disconnecting connectors, unplug the connectors slowly with care.
					
				

			

			
				
					
						(7) Connectors are designed so that if the number of pins or the direction does not match,
					
				

				
					
						connectors will not fit.
					
				

				
					
						When having problem in plugging the connectors, make sure to check their kind, position, 
					
				

				
					
						and direction.
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						2. Product Specification
					
				

			

			
				
					
						2-1. PRODUCT SPECIFICATION
					
				

			

			
				
					
						Features
					
				

			

			
				
					
						DLP-26C2AMSB
					
				

			

			
				
					
						DLP-32C2AMSB
					
				

			

			
				
					
						LCD Panel
					
				

			

			
				
					
						Screen Size
					
				

			

			
				
					
						26”
					
				

			

			
				
					
						32”
					
				

			

			
				
					
						Aspect Ratio
					
				

			

			
				
					
						16 : 9
					
				

			

			
				
					
						16 : 9
					
				

			

			
				
					
						Resolution
					
				

			

			
				
					
						1366 X 768(WXGA)
					
				

			

			
				
					
						1366 X 768(WXGA)
					
				

			

			
				
					
						Pixel Pitch
					
				

			

			
				
					
						0.4215mm
					
				

			

			
				
					
						0.51075
					
				

			

			
				
					
						Contrast Ratio
					
				

			

			
				
					
						1000 : 1
					
				

			

			
				
					
						800 : 1
					
				

			

			
				
					
						TV System
					
				

			

			
				
					
						Receiving System PAL, SECAM
					
				

			

			
				
					
						PAL, SECAM
					
				

			

			
				
					
						Stereo System
					
				

			

			
				
					
						2-Carrer/NICAM
					
				

			

			
				
					
						2-Carrer/NICAM
					
				

			

			
				
					
						Channel Memory
					
				

			

			
				
					
						99ch, Auto Preset
					
				

			

			
				
					
						99ch, Auto Preset
					
				

			

			
				
					
						Input Connector
					
				

			

			
				
					
						RF
					
				

			

			
				
					
						75 Ohm Coaxial
					
				

			

			
				
					
						75 Ohm Coaxial
					
				

			

			
				
					
						S-Video
					
				

			

			
				
					
						1
					
				

			

			
				
					
						1
					
				

			

			
				
					
						SCART
					
				

			

			
				
					
						2
					
				

			

			
				
					
						2
					
				

			

			
				
					
						Component
					
				

			

			
				
					
						RCA X 1
					
				

			

			
				
					
						RCA X 1
					
				

			

			
				
					
						PC RGB
					
				

			

			
				
					
						D-Sub X 1
					
				

			

			
				
					
						D-Sub X 1
					
				

			

			
				
					
						PC Audio
					
				

			

			
				
					
						3.5mm Mini-Jack
					
				

			

			
				
					
						3.5mm Mini-Jack
					
				

			

			
				
					
						HDMI
					
				

			

			
				
					
						1
					
				

			

			
				
					
						1
					
				

			

			
				
					
						Output Connector
					
				

			

			
				
					
						SPDIF
					
				

			

			
				
					
						Optical-Jack
					
				

			

			
				
					
						Optical-Jack
					
				

			

			
				
					
						Headphone
					
				

			

			
				
					
						3.5mm Mini-Jack
					
				

			

			
				
					
						3.5mm Mini-Jack
					
				

			

			
				
					
						RF-out
					
				

			

			
				
					
						1
					
				

			

			
				
					
						1
					
				

			

			
				
					
						Sound Output
					
				

			

			
				
					
						10W
					
				

			

			
				
					
						10W
					
				

			

			
				
					
						Power Consumption
					
				

			

			
				
					
						Max.
					
				

			

			
				
					
						120W
					
				

			

			
				
					
						160W
					
				

			

			
				
					
						Power Source
					
				

			

			
				
					
						110-240V, 50-60Hz
					
				

			

			
				
					
						110-240V, 50-60Hz
					
				

			

			
				
					
						Dimension(W X H X D) Set Dimension
					
				

			

			
				
					
						812 X 502.7 X 240
					
				

			

			
				
					
						944 X 585.5 X 240
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						Product Specification
					
				

			

			
				
					
						Features
					
				

			

			
				
					
						DLP-37C3LMBS
					
				

			

			
				
					
						DLP-42C1LMR
					
				

			

			
				
					
						LCD Panel
					
				

			

			
				
					
						Screen Size
					
				

			

			
				
					
						37”
					
				

			

			
				
					
						42”
					
				

			

			
				
					
						Aspect Ratio
					
				

			

			
				
					
						16 : 9
					
				

			

			
				
					
						16 : 9
					
				

			

			
				
					
						Resolution
					
				

			

			
				
					
						1366 X 768(WXGA)
					
				

			

			
				
					
						1366 X 768(WXGA)
					
				

			

			
				
					
						Pixel Pitch
					
				

			

			
				
					
						0.2mm X 0.6mm X RGB 0.227mm X 0.681mm X RGB
					
				

			

			
				
					
						Contrast Ratio
					
				

			

			
				
					
						800 : 1
					
				

			

			
				
					
						550 : 1
					
				

			

			
				
					
						TV System
					
				

			

			
				
					
						Receiving System PAL, SECAM
					
				

			

			
				
					
						PAL, SECAM
					
				

			

			
				
					
						Stereo System
					
				

			

			
				
					
						2-Carrer/NICAM
					
				

			

			
				
					
						2-Carrer/NICAM
					
				

			

			
				
					
						Channel Memory
					
				

			

			
				
					
						99ch, Auto Preset
					
				

			

			
				
					
						99ch, Auto Preset
					
				

			

			
				
					
						Input Connector
					
				

			

			
				
					
						RF
					
				

			

			
				
					
						75 Ohm Coaxial
					
				

			

			
				
					
						75 Ohm Coaxial
					
				

			

			
				
					
						S-Video
					
				

			

			
				
					
						1
					
				

			

			
				
					
						1
					
				

			

			
				
					
						SCART
					
				

			

			
				
					
						2
					
				

			

			
				
					
						2
					
				

			

			
				
					
						Component
					
				

			

			
				
					
						RCA X 1
					
				

			

			
				
					
						RCA X 1
					
				

			

			
				
					
						PC RGB
					
				

			

			
				
					
						D-Sub X 1
					
				

			

			
				
					
						D-Sub X 1
					
				

			

			
				
					
						PC Audio
					
				

			

			
				
					
						3.5mm Mini-Jack
					
				

			

			
				
					
						3.5mm Mini-Jack
					
				

			

			
				
					
						HDMI
					
				

			

			
				
					
						1
					
				

			

			
				
					
						1
					
				

			

			
				
					
						Output Connector
					
				

			

			
				
					
						SPDIF
					
				

			

			
				
					
						Optical-Jack
					
				

			

			
				
					
						Optical-Jack
					
				

			

			
				
					
						Headphone
					
				

			

			
				
					
						3.5mm Mini-Jack
					
				

			

			
				
					
						3.5mm Mini-Jack
					
				

			

			
				
					
						RF-out
					
				

			

			
				
					
						1
					
				

			

			
				
					
						1
					
				

			

			
				
					
						Sound Output
					
				

			

			
				
					
						10W
					
				

			

			
				
					
						10W
					
				

			

			
				
					
						Power Consumption
					
				

			

			
				
					
						Max.
					
				

			

			
				
					
						200W
					
				

			

			
				
					
						220W
					
				

			

			
				
					
						Power Source
					
				

			

			
				
					
						110-240V, 50-60Hz
					
				

			

			
				
					
						110-240V, 50-60Hz
					
				

			

			
				
					
						Dimension(W X H X D) Set Dimension
					
				

			

			
				
					
						940 X 655 X 129
					
				

			

			
				
					
						1060 X 758 X 133
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